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Network Time Protocol Setup: Configuration Options — = “

Files have been installed

Please specify your configuration settings

Configuration File Settings
Location of configuration file:
C:¥Program Files (x86)WNTPWetcWntp.conf

reate an initial configuration File with the following settings:
Want to use predefined public NTP servers (see wwiw.pool ntp.org)? Choose
Mone v
You can specify up ko 9 NTP servers (comma separated) you want to use:
_192.153.0.222| NTPA|H (A H/PC) IPF4 22
[¥] Use Fast initial sync mode (iburst)

dd local clock as a last resort reference, Stratum: |12

2) NTP AH|A HH- (7|24

Network Time Protocol Setup: NTP Service Options = b=

Setting up NTP service
Please specify your service settings

NTP Service Settings

() Create and use a special NTP account
() Use existing account

(®) Use SYSTEM account

[¥]Start NTP service automatically

|| Disable other Time Services eventually installed (2.g. W32Time, other NTP flavours)
[¥] Start NTP service right after installation

[+] Allow big initial timestep (»1000 secs)

[#]Enable Multimedia Timer at startup

Check Firewall Settings
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NTP Configuration

Enabled v
192.168.0.222

2. System>Time>Time Zone 0|50l A| Time Zone 2 M EHS}I 1 save & 2! TtL|LCY
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Time Zone Configuration

(GMT+09:00) Seoul v
| (0- 16 characters )

Daylight Saving Time Configuration

_ Disabled W

(1 - 1440) Minutes
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